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NOTICE OF    INCH-POUND  
CANCELLATION     

    MIL-W-16878/4C(NAVY) 
    NOTICE 2 
    24 May 2002 
    SUPERSEDING 
    NOTICE 1 
    22 September 1999 

 
 
 

MILITARY SPECIFICATION SHEET 
 

WIRE, ELECTRICAL, POLYTETRAFLUOROETHYLENE (PTFE) INSULATED,  
200°C, 600 VOLTS, EXTRUDED INSULATION 

 
 
 MIL-W-16878/4C(NAVY), dated 11 September 1992, is hereby canceled.  Future acquisitions for this 
material should refer to National Electrical Manufacturers Association (NEMA) HP 3, Electrical and 
Electronic PTFE (Polytetrafluoroethylene) Insulated High Temperature Hook -Up Wire; Types ET (250 Volts), 
E (600 Volts) and EE (1000 Volts). 
 
 (Application for copies of NEMA publications should be addressed to the National Electrical 
Manufacturers Association, 1300 North 17th Street, Suite 1847, Rosslyn, VA  22209.)  
 
 
 The following Part Identification Number (PIN) is the former PIN that has been superseded by NEMA HP 
3.  (See MIL-DTL-16878 for a detailed explanation of the PIN digits). 
 
 
 M16878/ 4 B L E * 
 
 Military designation 
 
 Specification sheet 
 
 Conductor material    
     
 Conductor size 
  

Conductor stranding 
 

 Color code 
 

 
FIGURE 1.  Example of former PIN (see MIL-DTL-16878G).
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The following PIN is the PIN for NEMA HP 3 which has superseded MIL-W-16878/4C.  (See NEMA HP 3 for 
a detailed explanation of the PIN digits). 
 
 NEMA HP 3  EX B L E * 
 
       NEMA standard 
 
       NEMA type 
 
 Conductor material    
     
 Conductor size 

 
 Conductor stranding 

 
 Color code 

 
FIGURE 2.  Example of replacement PIN (see NEMA HP 3). 

 
Table I lists the PINs for MIL-W-16878/4C(NAVY) which have been superseded by the wire of MIL-W-22759.   

 
TABLE I.  Supersession by PIN. 

 
PIN (former) 

MIL-W-16878 
PIN (replacement) 

MIL-W-22759 
M16878/4-BCB M22759/11-28 
M16878/4-DCB M22759/22-28 
M16878/4-BDE M22759/11-26 
M16878/4-DDE M22759/22-26 
M16878/4-BEE M22759/11-24 
M16878/4-DEE M22759/22-24 
M16878/4-BFE M22759/11-22 
M16878/4-DFE M22759/22-22 
M16878/4-BGE M22759/11-20 
M16878/4-DGE M22759/22-20 
M16878/4-BHE M22759/11-18 
M16878/4-BJE M22759/11-16 
M16878/4-BKE M22759/11-14 
M16878/4-BLE M22759/11-12 

 M16878/4-BMG M22759/11-10 
 

 CONCLUDING MATERIAL 
 
Custodians:   Preparing activity: 
   Navy - SH      DLA - CC 
   DLA - CC 
            (Project 6145-2311-001) 
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   Navy - AS 


